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Modeling Disk Cracks in Rotors by Utilizing Speed
Dependent Eccentricity
Andrew L. Gyekenyesi, Jerzy T. Sawicki, and Wayne C. Haase
(Submitted March 25, 2009)
This paper discusses the feasibility of vibration-based structural health monitoring for detecting disk
cracks in rotor systems. The approach of interest assumes that a crack located on a rotating disk causes a
minute change in the systems center of mass due to the centrifugal force induced opening of the crack.
The center of mass shift is expected to reveal itself in the vibration vector (i.e., whirl response; plotted as
amplitude and phase versus speed) gathered during a spin-up and/or spin-down test. Here, analysis is
accomplished by modeling a Jeffcott rotor that is characterized by analytical, numerical, and experi-
mental data. The model, which has speed dependent eccentricity, is employed in order to better
understand the sensitivity of the approach. For the experimental set-up emulated here (i.e., a single disk
located mid-span on a ﬂexible shaft), it appears that a rather sizable ﬂaw in the form of a through-
thickness notch could be detected by monitoring the damage-induced shift in center of mass. Although,
identifying actual disk cracks in complex ‘‘real world’’ environments, where noncritical crack lengths are
small and excessive mechanical and/or electrical noise are present, would prove to be rather challenging.
Further research is needed in this regard.
Keywords aerospace, failure analysis, machinery, nondestructive
testing
1. Introduction
In order to improve safety and reliability in propulsion
systems, there is much interest in assessing the feasibility of
utilizing real-time vibration data for detecting cracks in turbine
engine disks. The concept of the particular approach addressed
here is based on the fact that the development of a disk crack
results in a distorted strain ﬁeld within the component. This, in
turn, causes a small deformation in the disks geometry as well
as a minute change in the systems center of mass when
compared to the undamaged case. The geometric change and
the accompanying center of mass shift can be indirectly
characterized by monitoring the amplitude and phase of the ﬁrst
harmonic (i.e., the 19 component) of the vibration data. Spin
pit experiments, full scale engine tests, as well as some
analytical studies have been documented regarding the above
crack detection methodology (Ref 1-4), although, none of them
presented a well-controlled situation with a known damage
state. Conﬁdence in the approach could improve with the
presentation of controlled experimental and/or numerical
studies that utilize and calibrate to a known damage state as
well as using relevant system parameters. This would allow for
a better understanding of the crack dependent vibration
response for an actual rotor.
For this study, the Jeffcott rotor is utilized as the basis for
developing a crack dependent model that utilizes parameters
deﬁned by numerical and experimental data. Mainly, the
formulation includes an eccentricity vector that is dependent on
speed, which is a modiﬁcation of the traditional modeling
approaches that assume a ﬁxed eccentricity. In the end, the
vibration response obtained from the newly developed model
provides a relevant view of the sensitivity of the method at least
in regard to the particular NASA GRC experimental facility
that is being emulated.
2. Modeling Approach
The model based on the Jeffcott rotor, employs a ﬂexible
rotor composed of a centrally located, unbalanced disk
attached to a massless elastic shaft. In turn, the shaft is
mounted symmetrically on rigid bearings (see Fig. 1). For
utilization of the above described crack detection scheme, the
disk unbalance is formulated to allow for a speed dependent
eccentricity vector (i.e., the location of the center of mass in
respect to the geometric center). For the case explored here,
the speed dependence of the eccentricity vector is due to a
circumferential disk crack located approximately at the mid-
radius of the disk that is expected to open with increasing
centrifugal force. The function that describes the changing
eccentricity is deﬁned based on results from ﬁnite element
simulations of a notched disk. Further details of the disk, the
numerical analysis, and the experimental system of interest are
provided in the next section.
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The linear equations of motion in the x and y directions,
running at constant speed, x, and having an eccentricity e, can
be written as follows:
€xþ 2nxn _xþ x2nx ¼ ex2 cosxt ðEq 1Þ
€yþ 2nxn _yþ x2ny ¼ ex2 sinxt ðEq 2Þ
In Eq 1 and 2, n represents the damping ratio, c/ccritical, and
xn is the systems natural frequency. Note that ccritical is the
amount of damping required to completely suppress free
vibration; it is equal to 2
ﬃﬃﬃﬃﬃﬃ
km
p
and is assumed concentrated at
the geometric center of the disk. The natural frequency, xn, has
a value equal to
ﬃﬃﬃﬃﬃﬃﬃﬃ
k=m
p
:
2.1 Undamaged Case
The steady-state solution for the undamaged case is as
follows (Ref 5):
x ¼ X cosðxt  hÞ ðEq 3Þ
y ¼ Y sinðxt  hÞ ðEq 4Þ
where
X ¼ Y ¼ er
2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 r2Þ2 þ ð2nrÞ2
q ðEq 5Þ
and
h ¼ tan1 2nr
1 r2
 
ðEq 6Þ
Equations 3 and 4 represent the displacement of the
geometric center of the disk, O~C; as seen in Fig. 1. The phase
angle, h, indicates that the rotor imbalance vector leads the
whirl vector by the value deﬁned in Eq 6. Note that r = x/xn is
introduced for mathematical convenience. The solution shows
that with large r, the amplitude of the whirl vector (deﬁned by
Eq 5) approaches e, while the phase angle approaches 180.
After surpassing the critical speed, the rotor aims to rotate about
its center of mass.
2.2 Speed Dependent Eccentricity
Remembering that the eccentricity is a vector, any change in
e
*
is reﬂected in both the amplitude and angular response of the
solutions for x and y. Figure 2 shows the scenario of the
eccentricity vector, e
*
; of a cracked rotor as the sum of an initial
eccentricity vector, e
*
0; and a crack-induced change vector, e
*
cr.
The initial eccentricity, e
*
0; is arbitrarily chosen along the x-axis
while e
*
cr forms an angle b with the x-axis. The amplitude of the
total eccentricity vector, e
*
; and the angle in respect to the x-axis
are as follows:
jej ¼
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
e20 þ e2cr þ 2e0ecr cos b
q
ðEq 7Þ
ﬀe ¼ a ¼ tan1 ecr sin b
e0 þ ecr cos b ðEq 8Þ
If a crack-induced change in eccentricity is present, the x
and y solutions take the form:
x ¼ r
2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
e20 þ e2cr þ 2e0ecr cosb
p
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 r2Þ2 þ ð2nrÞ2
q cosðxt  ðhþ aÞÞ ðEq 9Þ
y ¼ r
2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
e20 þ e2cr þ 2e0ecr cosb
p
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 r2Þ2 þ ð2nrÞ2
q sinðxt  ðhþ aÞÞ ðEq 10Þ
and
ðhþ aÞ ¼ tan1 2nr
1 r2
 
þ tan1 ecr sinb
e0 þ ecr cos b
 
ðEq 11Þ
Note that the phase value deﬁned by Eq 11 is now a sum of
h + a as opposed to simply h as in Eq 3, 4, and 6. The
additional term, a, modiﬁes the direction of eccentricity due to
the introduction of the crack vector e
*
cr: Also, realize that Eq 9
and 10 revert to Eq 3 and 4 when no crack-induced change
vector is present. Next, utilizing ﬁnite element (FE) analysis,
the variable amplitude of e
*
cr is calculated as a function of
rotational speed for the particular disk design and damage case
that has been utilized in Ref 6 and 7.
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Fig. 2 The scenario of the eccentricity vector, e
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; of a cracked rotor
as the sum of an initial eccentricity vector, e
*
0; and a crack-induced
change vector, e
*
cr:
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3. Numerical Analysis Defining Speed Dependent
Eccentricity
The FE analyses are described in detail in Ref 6. In
summary, the goal was to understand the behavior of the
isolated disk as a function of damage state and rotational speed.
The damage state was in the form of a through-thickness,
circumferential notch located at approximately mid-radius as
shown in Fig. 3. The loading was due to centrifugal forces.
Note that at the global level (i.e., vibration measurements), the
notch satisfactorily emulates a crack. The disk was composed
of a nickel alloy and had dimensions as follows; an outside
diameter of 235 mm (9.25 in.); a bore thickness and outside
rim thickness of 25.4 and 31.8 mm (1.00 and 1.25 in.),
respectively; the thinnest portion of the web was 2.5 mm
(0.10 in.); and the cross section and height dimensions of the
blades were 31.8 mm9 3.3 mm (1.25 in.9 0.13 in.) and
8.4 mm (0.33 in.), respectively. During the design and damage
study, the FE analyses of the disk were conducted using
commercially available FE software. In the analyses, three-
dimensional brick elements were utilized with an auto-mesh
feature to create the model. The numerical analyses were
conducted for various notch lengths and disk speeds. Reference
7 describes the experimental results for the condition of a
30.5 mm (1.2 in.) circumferential length notch with 0.4 mm
(0.015 in.) width subjected to a maximum rotation speed of
5400 revolutions per minute (rpm). This particular condition is
the focus of this study.
Outputs from the ﬁnite element model (e.g., the mass matrix
and node displacements while in the deformed state) were
utilized to calculate the disks shift in center of mass. Figure 4
shows the calculated shift in the center of mass as a function of
rotational speed for the 30.5 mm (1.2 in.) notch. Based on the
ﬁnite element simulations and a second-order polynomial curve
ﬁt, the amplitude for the speed dependent eccentricity con-
cerning this particular notch condition is
ecr ¼ c1x2 þ c2x ðEq 12Þ
where c1 and c2 are 6.1429 10
11 mm/rpm2 (2.4189 1012
in./rpm2) and 1.1629 107 mm/rpm (4.5769 109 in./rpm),
respectively. Next, the relationship obtained from the FEA, as
represented in Eq 12, is utilized in Eq 9 and 10 in order to
predict the response of a system containing a notch.
4. Rotordynamic Response
Table 1 summarizes the properties and calculated values
utilized by the model. Values for bending stiffness, k,
damping ratio, n, and initial eccentricity, e0, were tailored in
order to have the model match the experimental data
concerning the undamaged disk in Ref 7. For instance, the
bending stiffness of the shaft (bearings assumed rigid) was
deﬁned as k = (86 EI)/L3 in order to obtain the proper natural
frequency, while n was chosen as 0.23 so as to have the
appropriate whirl amplitude during critical speed (for small n,
the whirl amplitude at critical speed is approximated as
e0=2n). The initial eccentricity was experimentally observed to
be 0.001 in. (acquired from Bode plots: postcritical speed
behavior, Ref 7). The upcoming Bode plots display the
amplitude and phase of the whirl vector. The phase is based
on Eq 11, while the whirl amplitude (i.e., the length of vector
O~C =
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
x2 þ y2
p
as seen in Fig. 1b) is
rwhirl ¼ r
2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
e20 þ e2cr þ 2e0ecr cos b
p
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
ð1 r2Þ2 þ ð2nrÞ2
q ðEq 13Þ
Note that Eq 13 reveals an increasing amplitude due to the
domination of the crack-induced shift in center of mass as
speed induced centrifugal forces continue to open the crack/
notch.
Fig. 3 Image of notched disk (30.5 mm [1.2 in.] notch)
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Fig. 4 Finite element analysis results deﬁning amplitude change of
the eccentricity vector due to speed dependent opening of a circum-
ferential notch in the web area of the disk (30.5 mm [1.2 in.] notch).
The second-order polynomial curve ﬁt of the ﬁnite element-based
results are indicated on the plot
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Figure 5 displays typical experimental data for an undam-
aged disk (Ref 7). Because broadband, blade tip clearance
measurements were used to produce the Bode plots, the data
appear noisier than typical vibration measurements (e.g., shaft
displacements using standard Eddy current probes and soft-
ware). The experimentally derived critical speed and the
associated maximum whirl amplitude are 2614 rpm and
0.053 mm (0.0021 in.), respectively. Next, Fig. 6 shows the
modeling results relating to various disk damage scenarios. The
scenarios include the un-notched case (i.e., ﬁxed eccentricity, e)
as well as the case of a 30.5-mm (1.2 in.) notch that causes
the eccentricity to vary with speed. First, focusing on the
un-notched case, the model deduced critical speed and maximum
displacement are 2608 rpm and 0.056 mm (0.0022 in.), respec-
tively. Furthermore, when viewing both the experimental data
and the modeling results for the un-notched case it is apparent
that the whirl amplitude settles onto a value equal to the initial
(i.e., ﬁxed) eccentricity. Also, note the 180 phase inversion
that causes the system to rotate about its center of mass after the
critical speed is traversed.
The other modeled scenarios include four orientations of the
30.5 mm (1.2 in.) notch in respect to the initial eccentricity
vector (assumed parallel with the x-axis as seen in Fig. 2).
Values for the angle b include 0, 90, 180, and 270. As seen
in Fig. 6, the largest deviations in amplitude, when compared to
the un-notched case, occur for the 0 and 180 cases since the
notch induced shift in center of mass is inline with the initial
eccentricity. In Fig. 6, it is also apparent that at low speeds
the notched rotor response is difﬁcult to discern from the
un-notched case since at lower speeds e0 dominates and the
inﬂuence of ecr is minimal. As the critical speed is surpassed,
the centrifugal forces and the associated crack/notch induced
shift in center of mass start to dominate and the curves continue
to separate. Furthermore, the ﬁnal value of the phase inversion
will be opposite of the crack vector value. For example, when a
crack is located at 90 from e0 (note that e0 is modeled at 0),
Table 1 Model parameters
Property Value
E, Pa (psi) 2009 109 (29.09 106) Modulus of stainless steel shaft
L, m (in.) 0.749 m (29.5) Length of shaft, bearing center to center
R, m (in.) 0.0100 (0.395) Radius of shaft
I, m (in4) 7.99 109 (0.0191) Moment of inertia for shaft, I = (1/4)pR4
k, N/m (lb/in.) 3239 103 (1.869 103) Bending stiffness of shaft, k = (86 EI)/L3
m, kg (lb s/in.) 4.876 (0.0279) Mass of nickel disk (shaft assumed massless)
n 0.230 Damping ratio, c/ccritical
xn, rpm 2466 Natural frequency, xn ¼ 602p
ﬃﬃﬃﬃﬃﬃﬃﬃ
k=m
p
xcritical, rpm 2608 Critical speed, xcritical ¼ 602p
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
k
mð12n2Þ
q
e0, m (in.) 0.0259 10
3 (0.001) Initial eccentricity
Fig. 5 Typical blade tip clearance data displayed using software associated with the capacitive sensors for the undamaged, baseline disk
210—Volume 19(2) March 2010 Journal of Materials Engineering and Performance
the system desires to rotate about a value opposite of 90, i.e.,
at 270. Another interesting point involves the case of the crack
at 180. At about 20,000 rpm (not shown), the amplitude
equals 0 and a 180 phase inversion occurs as the amplitude
starts to grow again in the opposite direction.
Figure 7 shows the amplitude and phase after subtracting
the un-notched case from the four notched cases (using vector
subtraction where the vector is deﬁned by the amplitude and
phase for the respective conditions). As expected, the vector
change for all four subtractions collapses to a single amplitude
plot. Note that mathematically the same subtraction result can
be achieved by making e0 = 0 in Eq 11 and 13 since the vector
subtraction simply leaves the varying component (i.e., the
notch induced eccentricity change, ecr). The phase difference
plots show that the difference vectors, as explained above,
should progress to be 180 from the crack angle as the critical
speed is surpassed.
Next, focusing on the speciﬁcs of the experimental system
emulated by the model, it is seen that the amplitude change is
predicted to be approximately 0.013 mm (0.0005 in.) at
12000 rpm (see Fig. 7). This value is in the measurable
regime of typical sensor systems for tip clearance or shaft
vibrations. Note that the error bands observed in the
experimental system of Ref 7 were ±0.0025 mm
(±0.0001 in.). This was due to electrical and mechanical
noise associated with the experimental hardware. Unfortu-
nately, the maximum speed attained during the experiments
was only 5400 rpm (due to power issues with the drive
motor). At such speeds, the notch induced shift in center of
mass is only predicted to be 0.00254 mm (0.0001 in.) which
is within the noise band. Hence, damage could not be
discerned from the baseline data.
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Fig. 6 Model generated Bode plots
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Fig. 7 Bode plots showing vector difference where the un-notch
results are subtracted from each of the four notched conditions. For
the amplitude graph, the data collapses to a single plot
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5. Conclusions and Future Directions
This paper analyzed the feasibility of vibration-based
structural health monitoring for detecting disk cracks in rotor
systems. The analysis was accomplished by using a model with
speed dependent eccentricity that was characterized by analyt-
ical, numerical and experimental data. Concerning the exper-
imental set-up simulated here (a disk located mid-span on a
ﬂexible shaft), it appears that monitoring the crack-induced
shift in the center of mass could be a viable approach for
identifying disk cracks, although, the rotational speed needs to
be far beyond the ﬁrst critical. The approach can be utilized by
observing before- and after differences in the Bode plots, or if
baseline data are not available, then by monitoring the
postcritical behavior for signs of crack-induced shifts with
increasing speed. Functionally, the crack-induced shift depends
on the square of the rotational speed. The approach lends itself
well to this particular system since the ﬁrst critical is rather
isolated and the second critical occurs beyond 28,000 rpm
(Ref 6). Note that for the case studied, the whirl amplitude (19
vibration component) deviation from the un-notched condition
is approximately 0.013 mm (0.0005 in.) at 12,000 rpm (ﬁrst
critical for the un-notched condition is 2608 rpm).
Identifying disk cracks in complex ‘‘real world’’ environ-
ments, where excessive mechanical and/or electrical noise are
also present, would prove much more challenging. In such
systems, multiple critical speeds may be closely spaced, thus
placing the crack dependent response within the peaks and
valleys of the critical speed behavior and making it very
difﬁcult to differentiate from the overall system performance.
Modeling such systems and taking into account the variable
eccentricity is a goal yet to be achieved. Further research as
well as new approaches to signal processing are needed in this
regard.
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